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INSTRUCTION MANUAL



UNPACKING AND SET-UP OF CAMERA SYSTEM

When removing camera unit from the shipping carton, you will find the parts packaged in a
separate bag above the camera unit. This bag should contain an owner's manual, clear plastic
sheet and cables. Remove camera unit from box and packing materials

IMPORTANT: DO NOT DISCARD Packing cartons and materials. These should be stored
in the event servicing should be required.

Place Camera Unit on sturdy surface where it will be used.
See Figures 2 through 5 for hook-up and operating information.

Note: This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These Limits are designed to provide reasonable protection against
harmful interference when the equipment is operated in its installation. This equipment generates. uses
and can radiate radio frequency energy and. if not installed and used in accordance with the instruction
manual. may cause harmful interference to radio communications. 1f this equipment does cause harmful
interference the user will be required to correct the interference.




INLINE CONFIGURATION /// .

1. Place Camera Unit on a sturdy table
where it will be used.

2. Remove Rear Mounting Screw from
back of Camera unit. \/
3. Position TV Tray over Camera Unit - =

as shown making sure side alignment
tabs drop over both sides of the

Alignment Tahs”

Rear Alignment Tab

Camera Unit. The rear alignment tab Rear Mounting
should drop over rear edge of the |
Camera Unit.

4. Secure TV Tray with Rear Mounting
Screw removed in Step 2.

5. Place TV Monitor on TV Tray platform
making sure TV is centered on platform
and does not overhang edges of TV Tray.

Notice

Always get help when moving TV
Moenitor on or off of Camera unit.

TV Tray Platform is intended for use only
with standard 20" TV monitor or smaller.
DO NOT exceed 20" size or 55 pound
weight limit.

Before attempting fo move the system,
ALWAYS remove TV Monitor from top
Camera Unit first.

INLINE CONFIGURATION
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Front View of Camera
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FIGURE 2
CAMERA UNIT, FRONT VIEW

When looking at the front of the camera unit, the controls are as follows:

1. Power Switch turns camera “on” and off".

NOTE: TV/monitor power is turned on/off with camera Power Switch when plugged into
power outlet on back of camera unit. When turned on, the video image will stabilize before
an image appears on screen (a normal delay of 4-5 seconds).

2. Reversal-Contrast Switch is a dual function control used to reverse the text-to-background
image and to increase and decrease the contrast of the image. For the “normal” image,
push in on the knob. For the “reversed” image, pull the knob to the out position. The
reversed image (white letters on a black background) is ideal for some users because of
brightness and contrast needs. In either position, turn the knob left or right for the best
contrast.

3. Size Control changes the magnification level or size of image in small, incremental steps.
Turning this knob makes the image larger and smaller. For convenience, the camera is set
to the AUTO FOCUS mode whenever the Size Control is adjusted. This keeps the image
in focus as the magnification is changing. In the higher magnification range, the Auto
Focus feature is very sensitive and will re-adjust focus when any movement of the image is
recognized. \When this occurs, stabilize the image by pushing DOWN on the Auto/Manual
Switch to lock in the current focus setting.

4. The Manual Focus Control is used to turn the AUTO FOCUS mode OFF to manually
bring an image into focus yourself. Whenever this control is turned, the camera is set to the
MANUAL FOCUS mode (AUTO FOCUS OFF). Though AUTO FOCUS mode is best for
most applications, the Manual Focus Control is useful in the higher magnification ranges
when viewing unusually shaped or curved objects where the AUTO FOCUS mode has
difficulty focusing.

5. The Freeze/Auto-Manual Switch is a dual function control.  Pushing UP is the FREEZE

function, and DOWN is the AUTO/MANUAL FOCUS function.

By pushing UP on this switch, the FREEZE mode is activated. This feature “freezes” or
captures the current video image on the screen. This feature has many uses and is ideal
whenever a steady image is required (i.e. viewing a prescription bottle, dialing a phone
number while reading it on the screen, etc.) With the image locked on the screen, the
Reversal/Contrast, and Color controls may be adjusted to enhance the image as needed.
To return to normal video, simply push UP on the control switch again. Adjusting the Size,



Manual Focus, or Auto-Manual Switch will also restore the camera to the normal video
mode.

Pushing DOWN on this control activates the Auto/Manual Function. This feature gives the
user additional control between the AUTO FOCUS and MANUAL FOCUS modes. In AUTO
FOCUS mode, the camera will continually seek to keep the image in focus. This is most
noticeable in higher magnification ranges and when there is movement under the camera
(writing, etc.). For this reason, there are some occasions when you may want to turn the
AUTO FOCUS mode OFF. This is done by adjusting the Size Control to the proper
magnification and allowing the AUTO FOCUS mode to bring the image into focus. Then,
push DOWN on the Auto/Manual Focus control. This locks in the current focus setting for a
steady image. Alternately, to return to the AUTO FOCUS mode, push DOWN again on the
Auto/Manual Switch.

6. The Viewing Table is mounted on an X-Y slide providing easy left-right, front-back
movement. Begin by loosening the Margin Stop Knobs and sliding them to the far left
and right respectively. Next, loosen front to back Brake Stop. The Viewing Table should
now move freely in all directions. By moving and securing the Margin Stop Knobs inward,
the travel of the Viewing Table is reduced left to right. This feature assists in reading a
narrow column of text. The front to back Brake Stop is used to slow the front to back travel
of the Viewing Table. This steadies the table for best viewing.

Select-A-Color Feature

7. This unique feature provides different ways of viewing the same video image. The
Select-A-Color Switch changes the image from standard full color to different two color
combinations that may enhance viewing for the user. To cycle forward through the different
combinations, push up on the switch. Push down to go back through the different
combinations. Pull out on the Reversal-Contrast Switch to reverse the color combinations.
Once the optimum combination is selected, turn the Reversal-Contrast Switch left or right
for the best contrast. Different color combinations may be helpful when viewing different

images.
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FIGURE 3
CAMERA UNIT, BACK VIEW

1. Connect Power Cord to AC In Jack on back of camera and the other end to a standard
(110V) wall outlet.

2. The AC QOutlet provides power for a TV/Monitor. Connect TV/Monitor power cord into this
outlet.

3. S-Video Out Jack is the video s8urce for the monitor. Connect the S-Video cable to this
jack.

Note: The S-Video Cable has multiple pins requiring alignment to make connection.
GENTLY rotate ends of cable until pins align with holes before inserting into

S-Video Jacks located on back of Camera unit and TV Monitor. To aid with alignment,
the S-Video Cable has a flattened area on each end of the cable that should be
pointing UP (12:00 O’clock position) when the cable is connected properly.

4. Hyper-Zoom Switch activates the camera's upper magnification range when the /argest
magnification of images is required. This upper magnification range is accomplished
through a digital process in the camera and may create a more noticeable “pixel” effect or
lack of sharpness, but has the advantage of gaining additional magnification. This function
is normally set to the “OFF" position when shipped from the factory. To activate this
feature, turn the unit off and move the slide switch to the alternate position. When the unit
is turned back on, the additional high magnification range can be utilized by adjusting the
Size Control to the higher range.
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